
F E AT U R E S

[+]	Designed	to	give	the	most	efficient	workflow.	

[+]	The	modular	construction	of	the	SPB 360	allows	it
	 to	be	upgraded	to	an	SPB 360 comfort,	electric	punch
	 with	electrical	spiral	inserting	unit	by	the	simple	addition
	 of	an	electric	punching	module

[+]	Compact	construction	with	high	stability.

[+]	Integrated	spiral	cutting	and	crimping	unit	
	 (only	for	plastic	spirals).

[+]	Insertion	of	plastic	and	wire	spirals.

[+]	max.	binding	thickness	up	to	17	mm.

[+]	working	width	360	mm.	(14,2“)

The	new	generation	of	punch	and
binding	machines	for	RENZ	spiral	binding.

SPB 360 
manual	operated	punch	with
electrical	spiral	inserting	unit,
integrated	spiral	cutting	and	
crimping	unit

SPB 360 comfort 
electrical	punch	with	electrical
spiral	inserting	unit,
integrated	spiral	cutting	and
crimping	unit

QUALITY -
MADE IN GERMANY



Ready!

SC-pliers

			

Vertical	punching	-	manually	
or	electrically.

The	spirals	are	easily	inserted	
into	the	pre-punched	book	by	
means	of	an	electrical	drive.

The	integrated	spiral	cutting	
and	crimping	unit	perfectly	cuts	
and	crimps	the	plastic	spiral	
ends.	Metal	spirals	can	be	cut,	
using	a	SC-pliers.

W O R K F L O W			

SPB	360

Remove	the	cover	plate
on	the	rear	side	of	the
machine	as	well	as	
the	binding	lever.

comfort	drive

Insert	and	fasten	the	electric
module.

SPB	360	comfort

Ready!

=+

M O D U L A R 	 A S S E M B LY 	 U P G R A D E

Fast	and	easy	change	in	only	3	minutes	from	a	manually	operated	machine	
into	a	combined	electric	punch	and	electrical	spiral	inserting	machine.

SPB 360 

360	mm	(14,2“)

up	to	17	mm	/	170	sheets*

spirals	up	to	Ø	20	mm

up	to	2	mm / 20	sheets*

oval	holes	4,5	x	3,6	mm
pitch	6,0	or	6,2865	mm

A4	/	A5	size	(	8,5	x	11,5“)

36	x	49	x	25	cm
14,2	x	19,2	x	9,8“

18,5	kg	/	40,7	lbs.

230	V,	50	Hz.	or
110	V,	60	cc

 SPB 360 comfort

360	mm	(14,2“)

up	to	17	mm	/	170	sheets*

spirals	up	to	Ø	20	mm

up	to	2	mm / 20	sheets*

oval	holes	4,5	x	3,6	mm
pitch	6,0	or	6,2865	mm

A4	/	A5	size	(	8,5	x	11,5“)

44	x	49	x	25	cm
17,3	x	19,2	x	9,8“

32	kg	/	70,4	lbs.

230	V,	50	Hz	or
110	V,	60	cc

comfort drive

-

-

-

-

-

-

16	x	42	x	16	cm
6,3	x	16,5	x	6,3“

13,5	kg	/	29,7	lbs.

230	V,	50	Hz.	or
110	V,	60	cc

max. binding width

binding thickness 

Ø of the spirals

punching thickness 

pitch

disengageable
punch pins

length, width, height

weight

motor

*	70/80	g/m²	paper	-	20#	stock
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